§80.201

(8) The call sequence for any one
alarm must not be repeated until after
an interval of at least five seconds.
Further repetition is permitted only
after intervals of at least fifteen min-
utes each. Repetitions following fif-
teen-minute waiting intervals must
not exceed three.

[54 FR 10008, Mar. 9, 1989, as amended at 62
FR 40305, July 28, 1997]

EFFECTIVE DATE NOTE: At 68 FR 46962, Aug.
7, 2003, §80.179 was amended by revising para-
graph (e)(1) effective October 6, 2003. For the
convenience of the user, the revised text is
set forth as follows:

§80.179 Unattended operation.

*

(e) * ok K

(1) The equipment must be using DSC in
accordance with ITU-R Recommendation
M.493-10, “‘Digital Selective-calling System
for Use in the Maritime Mobile Service,”
with Annexes 1 and 2, 2000, and ITU-R Rec-
ommendation M.541-8, ‘“‘Operational Proce-
dures for the Use of Digital Selective-Calling
Equipment in the Maritime Mobile Service,”
with Annexes, 1997, as modified by this sec-
tion. ITU-R Recommendations M.493-10 with
Annexes 1 and 2 and M.541-8 with Annexes
are incorporated by reference. The Director
of the Federal Register approves this incor-
poration by reference in accordance with 5
U.S.C. 552(a) and 1 CFR Part 51. Copies of
these standards can be inspected at the Fed-
eral Communications Commission, 445 12th
Street, SW., Washington, DC (Reference In-
formation Center) or at the Office of the Fed-
eral Register, 800 North Capitol Street, NW.,
Suite 700, Washington, DC. The ITU-R Rec-
ommendations can be purchased from the
International Telecommunication Union
(ITU), Place des Nations, CH-1211 Geneva 20,
Switzerland.

Subpart E—General Technical
Standards

§80.201 Scope.

This subpart gives the general tech-
nical requirements for the use of fre-
quencies and equipment in the mari-
time services. These requirements in-
clude standards for equipment author-
ization, frequency tolerance, modula-
tion, emission, power and bandwidth.
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§80.203 Authorization of transmitters
for licensing.

(a) Each transmitter authorized in a
station in the maritime services after
September 30, 1986, except as indicated
in paragraphs (g), (h) and (i) of this sec-
tion, must be certificated by the Com-
mission for part 80 operations. The pro-
cedures for certification are contained
in part 2 of this chapter. Transmitters
of a model authorized before October 1,
1986 will be considered type accepted
for use in ship or coast stations as ap-
propriate.

(b) The external controls, of mari-
time station transmitters capable of
operation in the 156-162 MHz band and
manufactured in or imported into the
United States after August 1, 1990, or
sold or installed after August 1, 1991,
must provide for selection of only mar-
itime channels for which the maritime
station is authorized. Such transmit-
ters must not be capable of being pro-
grammed by station operators using
external controls to transmit on chan-
nels other than those programmed by
the manufacturer, service or mainte-
nance personnel.

(1) Any manufacturer procedures and
special devices for programming must
only be made available to service com-
panies employing licensed service and
maintenance personnel that meet the
requirements of §80.169(a) and must not
be made available with information
normally provided to consumers.

(2) The channels preprogrammed by
manufacturers, service and mainte-
nance personnel for selection by the ex-
ternal controls of a maritime station
transmitter must be limited to those
channels listed in this part and the du-
plex channels listed in Appendix 18 of
the international Radio Regulations.
The duplex channels listed in Appendix
18 of the international Radio Regula-
tions must be used only in the specified
duplex mode. Simplex operations on
Appendix 18 duplex channels that are
not in accordance with this part are
prohibited.

(3) Programming of authorized chan-
nels must be performed only by a per-
son holding a first or second class ra-
diotelegraph operator’s certificate or a



